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LAYING THE BOARDS

Use 18mm OSB3 T&G 8 x 2 boards.

Boards must be dry when
the laminate is applied.

Estimating materials

600gm CSM 3kg 6kg 12kg
Resin 9kg 18kg 36kg
Topcoat 2.5kg Skg | Okg
Catalyst @ 3%*  <345ml  <690ml < [380ml

*3% catalyst for estimating only

For non T+G
boards leave
a 3mm gap
and seal with
masking tape.

Fix using ring nails,
screws or nail gun.

A
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For larger estimates:
5m?+ |0m? = |5m?
20m? x 2 = 40m? and so on

Bandage ---

Masking Tape

DOWN

Boards should be writing
side and gap side up.
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TRIM TYPES

Drip Edge (A types)

Raised Edge (B types)

[ Type | B |A mm| Use Wieh

A 200 90 B 260 B260 125
A 170 65 B 230 B230 105
A 250 140 B 300 B300 180
Flashing (C types) Wall Fillets (D types)
ci ]l

MT = Moisture Trap
Other sizes of 'C’ flashing are available
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Board A l Board
H r H T '
A i ] HUse battens as needed B i -Use battens as needed

Matrix PU Trim Adhesive Matrix PU Trim Adhesive

=L l_—v__:
Board | Board

! DI !
C 100 100 Wall D260 135
C100MT 100  Fillets D300 220

Universal Corners - use with A 200 / B 260

o RN

External Cl Internal C4

Other Corners - use with D 260 /A 200 / B 260

b

Internal C3
Fillet to Trim C2 <
(left and right)
Other Trims External C3
Internal Angle
AT 195 Int
Expansion Joint E 280
External Angle
& AT195 Ext

Simulated Lead Roll
E34/45 Flexible F300



FIXING TRIMS

Trims can bé joined

with 50mm / 2”

oYerIap an.d sealec! Use pre-made corners or
with Matrix PUTrim  hicate corners in situ
Adhesive. with GRP

Use Matrix PU Trim y

Adhesive on inside Board

face of trim to bond | | —— Use | or 2 slate battens to
to batten. stand trim into gutter

DRY FIT

Measure and cut CSM as required.

Overlap 50mm /
2” on CSM join.

Overlap CSM
50mm / 2” onto trims.

When completed re-roll and put aside ready for use.
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MIXING RESIN AND TOPCOAT ! !

(] L)
You must add catalyst to resin and to topcoat — ’
or they both will remain liquid!!!

It is important to add the correct amount of
Replace lid on
dispenser and catalyst
bottle.

catalyst for a given temperature and to give you
the required pot life and curing time. By adjusting
the amount of catalyst you can control the speed
of the process.

Less catalyst

Matrix
Catalyst

How Much Catalyst ?

Matrix Premium Resin and Topcoat

Cold day (10°C min) 40ml/kg

Cool day 30ml/kg

Warm day 20ml/kg It is important to mix
Hot day (30°C max) 10ml/kg with a flat stick and mix

thoroughly.

Premium:Zero Resin and Topcoat
Very cold day (0-10°C) 20-30ml/kg

IsA[e1ED SUO]
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LAMINATING

How to apply the laminate

Apply catalysed resin with
blue stripe roller (or brush for
detail work).

Apply CSM — either 75mm
bandage on trim to deck joint
or pre prepared CSM rolls.

seconds.

Consolidate with paddle roller
(large or small as appropriate) t0 remove
all air.

o

Apply more catalysed resin to '
CSM — allow to dwell for 60 5 i
I I e h ‘

2

The order of work

Laminate any small detail such i

as pipework, trim overlaps,

corners etc.

Laminate the 75mm bandage
over the trim to deck joints all
round and deck joints on non T+G

boards.

Laminate the main area
of deck.

Allow to cure until you
can walk on laminate
without disturbing it.
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APPLYING TOPCOAT

Apply Matrix Premium
Topcoat to the laminate
and to the trims.
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If possible apply topcoat within 24 hours.
Otherwise sand laminate before applying topcoat.

Mix Matrix Premium Topcoat

with the catalyst.

Brush Matrix Premium
Topcoat into all the
corners and crevices
to ensure complete
coverage. (Topcoat is not
responsible for making the
roof watertight)

WEATHER
CONDITIONS

You must choose the right weather
conditions. Boards must be dry. Rain
can damage a laminate before it has
sufficiently set. Check the weather
forecast before you start.

=1 30

—_—
Matrix Premium
— 20 Resin and Topcoat

Matrix Premium Zero
Resin and Topcoat







